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Hejny Rentals, Inc.
Contractor, Lawn & Garden, and Party Equipment Rentals

1829 White Bear Ave. - Maplewood, MN 55109
Phone: 651-770-3841 – Fax: 651-770-1725

www.hejnyrental.com

CIRCULAR SAW 7 1/4"

Safety Precautions -
Guard against electric shock - Prevent body contact with grounded surfaces. For example: pipes, radiators, ranges, refrigerator enclosures.
Don't force tool, it will do the job better and safer at the rate for which it was intended.
Don't abuse cord - Never carry tool by cord or yank it to disconnect from receptacle.
Check the operating voltage is correct and that the machine is switched OFF before connecting the power supply.
Always disconnect from power supply when changing blades.
Use safety glasses or goggles and a dust mask.
Never expose the saw to rain or damp.
Keep guards in place.
Keep hands away from cutting area
Guard against kickback - Kickback occurs when the blade is pinched and the saw is driven back towards the operator. Keep body to side of blade.

Stay alert and maintain firm grip on saw for control. Release switch immediately if blade binds or saw stalls.
Lower Guard - Raise lower guard with the retracting handle when pocket cutting.
Before cutting be sure depth and bevel adjustments are tight.
Selecting Blades -
The combination blade is used for all general sawing. However, for best results, the blade best suited for the job in question should be used. In
cross-cutting, where smoothness of cut is important; the finer tooth crosscut blade is the better blade to use. For fast, smooth cut ripping, use the rip
blade.
Removing the Blade -
Caution! Disconnect saw from power source.
Retract the blade guard and place the saw on a piece of scrap lumber. Press down on the saw so the blade teeth dig into the wood, to prevent the

blade from turning.
Remove the blade retaining bolt by turning it counterclockwise with the wrench furnished with the saw.
Installing the Blade -
Caution! Disconnect saw from power source.
Remove any sawdust that may have accumulated within guards, around arbor, and telescoping guard spring.
Clean inner blade flange and retract telescoping guard and place sharp blade on arbor making sure teeth point up at front of saw.
Place outer blade flange on arbor with flange towards blade and mating with those on arbor
Install blade retaining bolt and finger tighten by turning clockwise.
Press down on the saw so the blade teeth dig into the wood, to prevent the blade from turning.
Tighten blade retaining bolt with wrench provided just enough to prevent blade slippage during normal cutting.
Depth of Cut Adjustment -
The saw can be adjusted for depth of cut depending on the thickness of the material being cut. With most blades the depth of cut should be adjusted
so that saw blade projects slightly below the material being cut. To adjust for depth of cut, proceed as follows:
Caution! Disconnect saw from power source.
With one hand holding the top handle of the saw, loosen the auxiliary dandle/depth adjusting knob, and lower the base to decrease cutting depth

or raise the base to increase cutting depth. Firmly tighten knob at desired depth setting.
Note: One edge of the depth adjusting slide is graduated on a 1/8" scale for convenience to determine more accurate depth adjustments.
Adjusting 90 degrees Positive Stop -
Caution: Disconnect saw from power source.
The depth adjustment should be set at its highest position to allow maximum blade exposure below the base.
Turn the saw over and make sure the handle rests on a rigid support. Loosen bevel adjusting knob and position the base so the stop screw

contacts the stop.
Retract the blade guard and with a square, check to see if the blade is at 90 degrees to the base. If the blade is not at 90 degrees to the base, turn

the stop screw in or out until you are certain the blade is at 90 degrees to the base when the stop screw contacts the stop.
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Bevel Cut Adjustment -
Caution! Disconnect saw from power source.
Loosen the bevel adjusting knob.
Swing the base until the indicator lines up with the desired graduation line on the angle segment, and tighten knob.
The saw is equipped with an adjustable positive stop at the 45 degree bevel position. After making a preliminary setting following the above steps,

make a cut on a piece of scrap wood and check the accuracy of the setting. Turn set screw inward or outward as needed to produce a true 45
degree bevel cut. With the set screw accurately positioned, the base will return to the same 45 degree setting without need for visual alignment of
the graduation markings.

To Follow Line of Cut -
On the right front part of the base, a beveled edge is provided to aid the operator in guiding the saw parallel to the desired line of cut when the saw is
set at 90 degrees or at any bevel angle to 45 degrees.
How to Use the Saw -
This saw is a right-hand tool. For maximum protection of the operator, effective control of this powerful saw requires two-handed operation.
-Clamp work on a rigid support such as a bench or saw horses. Mark the line of cut on the work. Be sure cutoff line is beyond end of support to the
right, only enough to allow proper operation of the telescoping guard. Place front edge of saw squarely on work before starting motor. Sight the
cutting line with the cut-line indicator. Back saw up slightly and start motor. Move saw forward keeping the edge of cut-line indicator parallel to line
of cut.
-Do not force the cut. Let the saw do the cutting at the rate of speed permitted by the type of cut and the material being cut. When the cut is
completed, release the switch and allow the blade to stop before lifting the saw from the work. Be sure the lower blade guard is closed, before
setting the saw down.
-Crosscutting - Cutting directly across the grain of a piece of lumber is called crosscutting. Position the work so that the cut will be on the right.
-Bevel Cutting - Bevel cuts are made in the same manner as crosscuts and rip cuts. The only difference is that the blade is set at an angle between
0 degrees and 45 degrees.
-Pocket Cuts - It is a cut which must be made inside the area of the material and not starting from the edge. Mark the area clearly with lines on all
sides. Start near the corner of one side and place front edge of saw base firmly on the work. Hold saw up so blade clears the material. Be sure you
have adjusted the blade properly for depth of cut. Push the telescoping guard lever all the way back so the blade is exposed. Start the motor and
lower the blade into the work. After the blade has cut through, and the base rests flat on the work, follow the line right up to the corner. Use the
keyhole or bayonet saw to cut the corner out clean.


